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Canon iPf 6400, 6450, 8400 and 9400.

MCT / Import Custom Media Information (.am1 file)

Media Configuration Tool (MCT) is a software developed by Canon that allows the user to import (or export) .am1 files. This file contains precise settings for custom
media like : head height, vacuum strength, black ink type, maximum ink capacity and calibration.

You can import a Canson Media Information File (.am1) that has been saved in a folder, and add the file to the printer control panel and to the printer driver of the
PC or Mac you are using. For more information read the MCT manual and follow Canon instructions.

IMPORTANT NOTE : Please make sure you are using the appropriate media file (am1) and corresponding ICC profile for the media type you are printing on. The ICC
profiles are built utilizing these supplied .am1 files* and are required for accurate results while using the corresponding ICC profiles*.

Method step by step :
o0

Add Genuine Paper:

_y Add new media types in the printer control panel and printer driver or edit
existing media types, as needed.

Add and Edit Custom Paper:
1. Open the Add and Edit Custom Paper dialog box. @ Makes it possible to use custom paper (non-recommended paper) in the printer
and printer driver. Custom paper that has been added can also be edited.
o Link to Support Information:
Ehf' Allows you to find the latest printer information, check for software updates, and

browse other information.

Link to User Manual:

% Displays the printer user's manual.

Register custom paper (non-recommended paper) in the printer and printer driver.
Creating the calibration target that is needed for color calibration on custom paper is also performed
here.

Added Custom Paper:

| Name in Printer Driver Name on Printer Control  Standard Paper Color Calibration

2. Click the Import button. ( add ) (  Edit ) ( Delete

Create Calibration Target




Bo0

iPF6450 Specify the custom media information file

Adds custom paper in the printer control panel and printer driver.

Specify the media information file (*.am1) and click the Next button.

Look in:
3. Select the folder with Custom Media Information iPf 6450
File (am?1 file) to import. Media Information File:
[ File Date Updated Type

cifa_ipf6450_aaquaz40.aml
cifa_ipf6450_aaqua310.aml
cifa_ipf6450_bfk310.am1
cifa_ipf6450_edition310.am1
cifa_ipf6450_montval310.am1
cifa_ipf6450_mt170.am1
cifa_ipf6450_ragphot210.am1
cifa_ipf6450_ragphot310.am1
cifa infR450 raonhotd?20.am1

L ENENENEENE e

2012/11/19 19:12
2012/11/19 17:53
2012/11/21 16:43
2012/11/21 18:07
2012/11/21 13:04
2012/11/21 15:13
2012/11/22 09:59
2012/11/21 20:03
2012011/22 1103

cifa_ArchesAg240
cifa_ArchesAg310
cifa_BFK Rives
cifa_Edition310
cifa_Montval310
cifa_Mi-Teintes
cifa_Rag Phot210
cifa_Rag Phot310
rifa RanPhatd? 20

Number of Files: 11
Number of Files Selected: 11

4. Click the next button.

( Cancel ) |E Next = jl

[ Ve NS iPF6450 Confirm Update

Updates the media types in the printer control panel and printer driver.

Check that the printer is switched on and that there are no print jobs in progress and then click the
Execute button.

Update Target

5. The Confirm Update dialog box opens. Ie Update the printer control panel and printer driver [Recommended] I

(_) Update the printer driver only

Printer: iPFB450

Driver: imagePROGRAF Printer Driver
Driver Details: iPFE420

Connect to: USB

Media information registered in the printer control panel will be overwritten.
Click the Cancel button to not update the information.

) E Execute > 3

Cancel

< Back ) (

6. Click the Execute button. C

8.0.MN iPF6450 Add and Edit Custom Paper

Register custom paper (non-recommended paper) in the printer and printer driver.

Creating the calibration target that is needed for color calibration on custom paper is also performed
here.

Added Custom Paper:

Name in Printer Driver Name on Printer Control | Standard Paper Color Calibration
cifa_ArchesVe315 cifa_ArchesVe315 Fine Art Textured execute
cifa_ArchesVe250 cifa_ArchesVe250 Fine Art Textured Can exacute
cifa_RagPhotd220 cifa_RagPhotd220 Fine Art Textured Can execute
cifa_Rag Phot310 cifa_Rag Phot310 Fine Art Textured Can execute
cifa_Rag Phot210 cifa_Rag Phot210 Fine Art Textured Can execute
cifa_Mi-Teintes cifa_Mi-Teintes Fine Art Textured Can execute
cifa_Montval310 cifa_Montval310 Fine Art Textured Can exacute
cifa_Edition310 cifa_Edition310 Fine Art Textured Can execute
cifa_BFK Rives cifa_BFK Rives Fine Art Textured Can execute
cifa_ArchesAg310 cifa_ArchesAq310 Fine Art Textured Can execute
cifa_ArchesAq240 cifa_ArchesAg240 Fine Art Textured Can execute

7. If needed, click the Edit button to adjust head Add ( Edit W( Delete ) ( mpot ) ( Export )
height, vacuum strength or cut method. T
( Create Calibration Target )

* All profiles and .am?1 files are provided free of charge by Canson. All efforts have been made to insure the best possible quality of these ICC profiles and .am1 files. However, Canson is not liable for any loss incurred to the fullest

extent permissible by law. Other parameters can affect the accuracy of the printing profile. Further optimisation may be needed. 11/2012-V1



